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1. THE CONTRACTOR SHALL NOT BLOCK 19,21 22,23 34,37 35,36 38 39 40 of NOTE
VIEW OF EXISTING SIGNAL : = - m——— e e ey 4] UTILITY HEIGHTS GENERAL NQTES: ' PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
INDICATIONS DURING INSTALLATION € Professional i} Professmnal 100>-) f,,mgssmmm PO |EO | e COMM. 251" PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
OF MAST ARM. 1F NEW MAST ARM D=3 ¢ [2eee] (o] o] |foemes fl Seoon o 1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND AND OVERHEAD UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT
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CONEL 1o TNSTALLED DUE TO DUAL FACED el [mea| el Eee ONLY PRIMARY 260 " IF ANY UTILITY CONFLICTS SHOULD ARISE THE GONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
INDI%ATIOWQH EXISTING SIGNAL (VAR.x16 el (Ve |1 i) 1% o ' i 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY
Sena's e en HIRES . A 24,27 28,32 e s | A | Rl ) R iR R3-5R 0 | LABEL EACH CABLE. ALL INTERNAL CABINET WIRING SHALL BE PERFORMED BY MONTGOMERY COUNTY FORCES.
NDN—P%AKUHSBESSHSLEIOCCl%R DURING : \ Weineorur J; \%‘W&&EEL}F/ \L e ) \4 ﬁ‘d"c“s?ﬁ&‘j (307"x367) ‘ MU 3. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
T EneineeR RECTED BY Frederick s ) [_Frederick i - - 2, : ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TC MEET CLEARANCES AS SPECIFIED IN THE APPROPRIATE 800 SERIES STANDARD
5. TH NTN . D—3 , _..I.I-IZ ~ PLATES. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

- WIEHCQHAR%TEEISHALL COORDINATE SUAL FACED v i i o A - 4. THE CONTRACTOR SHALL MAINTAIN THE CONTINUGCUS OPERATION OF ALL INTERCONNECT; VEHICULAR, PEDESTRIAN DETECTORS, AND
o Ark 1C OPERATION CURR . ET] o @ LIGHTING DEVICES. IF ANY DEVICE IS DAMAGED BY THE CONTRACTOR, IT SHALL BE REPAIRED WITHIN 72 HOURS BY THE
dompang ol e PN AC ] EOLAL _FOWER $X 0.7 o ~ CONTRACTOR AT NO COST .TO THE ADMINISTRATION AFTER NOTIFICATION BY THE ENGINEER.

DISCéN ETD SET-UP WORK WITH TO EXISTING SIGN — OI.I.I ) 5. MONTGOMERY COUNTY FORGES SHALL RELOCATE THE EXISTING CCTV CABINET, CONTROLLER AND CAMERA. MONTGOMERY COUNTY FORCES
202 TNN CT THE EXISTING TING } R | ] SHALL REMOVE THE SIGNAL CONTROLLER. ALL OTHER MATERIALS TC BE REMOVED BY THE CONTRACTOR SHALL BECOME THE PROPERTY
NLWC RFI{SAL SERVICE AND HAVE THE 10 BE REMOVED 157 / IUZ OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS.
EW SERVICE ENERGIZED. 41 T UTILIT HEGHTS 6. CONTRACTOR SHALL DELIVER APS PUSHBUTTONS AND CENTRAL CONTROL UNIT TO MR. ROBERT RICKETTS AT MONTGOMERY COUNTY
‘ - : e m Ll ( TECHNICAL CENTER AT 1283 SEVEN LOCKS ROAD. ROCKVILLE, MD 20854 AT LEAST 3 WEEKS PRIDR TO BEGINNING WORK. CONTRACTOR
TO GERMANTOWN U ggmm gg’-g" | | " ARK,NG SH/—\LL HAVE THE APS MESSAGES PROGRAMMED FRDM THE FACTDRY AND DEL IVER THE APS WAVE FILES TO MR. ROBERT RICKETTS.
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— R4_7 . Q @ @ ) | | r-n — - ENGINEER-
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= — AT C JE Rty VSRR ok 3233\ 34 TN 9. THE CONTRACTOR SHALL VERIFY ALL PROPOSED
— T == o AR g S TSR s AN\ 1T T ¢ - R | e POLE AND CABINET LOUCATIONS PRIOR TO
— IliNgRg® jiaNen e P INSTALLATION.
\:_J::E VL === R) 12 \__ Fa—— R 10.ALL SIDEWALK RAMPS SHALL BE INSTALLED AS
"""" 40 PER STANDARDS MD 655.11 AND DM 655.12.
M . THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO
EXISTING SIDEWALK RAMPS CAUSED BY THE
EDER‘CK RD INSTALLATION OF SIGNAL EQUIPMENT.
FR 12.REFER TO SHEET SG=02 FOR DIMENSIONS OF
E— SIGNAL EQUIPMENT, SIDEWALK RAMPS AND
_ NB | PAVEMENT MARKINGS WITHIN INTERSECTION.
NTERCONNECT = ____ 13.REMOVE EXISTING PAVEMENT MARKINGS IN
T0 PLUMMER DR T CONFLICT WITH PRCPOSED CROSSWALKS AND
- — INTERCONNFCT STOP LINES.
10 TRAVIS AVED 14.ALL PAVEMENT MARKINGS SHALL BE INSTALLED
— T — -g“:;_; PER SHA STANDARDS.
— — -~ _~—= 15.THE CONTRACTOR SHALL BE RESPONSIBLE FOR
Y e I e T = DELIVERING THE SIGNAL CABINET VIDED
ngl@gb - L e s T T INTERFACE EQUIPMENT TQO THE MONTGOMERY
@\ COUNTY SIGNAL SHOP.
~ 16.CONTRACTOR SHALL NOTIFY MR. KAMAL HAMUD
- AND MR. ROBERT RICKETTS 72 HOURS IN
. ADVANCE OF INTENDED WORK.
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A. INSTALL NEMA ‘S’ TYPE CABINET AND CONTROLLER AND ALL ASSOCIATED EQUIPMENT. (NOTE: INSTALL 2-2" AND 2-4” (SCHEDULE 80) NI~ Er W T e

90 DEGREE CONDUIT BENDS). & 7 (T 28 /o ¥/ | 1| \ \ UTILITY LEGEND

B. INSTALL CONCRETE FOUNDATION AND 27 FT. STEEL POLE WITH A 60 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS. VIDEO DETECTION % n A o .

CAMERA, OPTICOM DETECTOR EYE, 20 FT. LIGHTING ARM WITH 280 WATT LED LUMINAIRE AND_PHOTOCELL. AND COUNTDOWN PEDESTRIAN LED \ @ \ | | | b — S She  STORM DRAIN

SIGNAL HEADS. RELOCATE EXISTING POLE MOUNTED CABINET. CONTROLLER, MONTGOMERY COUNTY CAMERA. AND ALL ASSOCIATED EQUIPMENT 15 4 | \\ 0 -——G—— GAS MAIN

FROM EXISTING SIGNAL POLE LOCATED IN.SAME QUADRANT (NDTE: INSTALL 1-2” AND 1-3” SCHEDULE 80. 90 DEGREES CONDUIT BEND). < < L . WATER MAIN

C. INSTALL 5 FT. PEDESTAL POLE ON MODIFIED BASE WITH BREAKAWAY COUPLINGS (MD 801.01-01). AUDIBLE-TACTILE PEDESTRIAN AN | i | \ . :
PUSHBUTTON AND STGN. (NOTE: INSTALL 1-2“ (SCHEDULE 80) 90 DEGREE CONDUIT BEND). “ . coe SEWER MAIN
D. INSTALL CONCRETE FOUNDATION AND 27 FT. STEEL POLE WITH A 50 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS. SIGNS. VIDEO : | | | - ~ L ———t—— ELECTRIC CABLES
DETECTION CAMERA, AUDIBLE-TACTILE PEDESTRIAN PUSHBUTTON AND SIGN. AND COUNTDOWN PEDESTRIAN LED SIGNAL HEADS. (NOTE: INSTALL 0 L — & ——— AERIAL CABLES
1-27 AND 1-3" SCHEDULE 80, 90 DEGREES CONDUIT BEND}. " * H | | | CONSTRUCTION DETAILS CONTINUED: | e T e—— TELEPHONE CABLES
E. INSTALL 10 FT. PEDESTAL POLE ON MODIFIED BASE WITH BREAKAWAY COUPLINGS (MD 801.01-01), CDUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE- 0 —<_| i
%éCEEhEHP%?$ST§%SEWEEEHEHKEEN AND SIGN. (NDTE: INSTALL %-2" (SCHEDULE 80) 90 DEGREE CONDUIT BEND). TGP OF CONCRETE FOUNDATION TO | DD. INSTALL 12 IN. WHITE PREFORMED ' ' FIBER-OPTIC
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AND SIGN, AND COUNTDOWN PEDESTRIAN LED SIGNAL HEADS. (NOTE: INSTALL 1-2" AND 1-3" SCREDULE 80. 90 DEGREES CONDUIT BEND). EE. INSTALL 24 IN. WRITE PREFORMED THERMOPLASTIC PAVEMENT MARKING (FOR DEPARTMENT OF TRANSPORTATION
G. INSTALL CONCRETE FOUNDATION AND 27 FT. STEEL POLE WITH A 38 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS. SIGNS. VIDEO DETECTION H < H H H STOP LINE). ) ) STATE HIGHWAY ADMINISTRATION
géHEBﬁLEAEBIBg%—BéggéE% EER%S}“$IQENEL)JSHBUTTUN AND SIGN, AND COUNTDOWN PEDESTRIAN LED SIGNAL HEADS. (NOTE: INSTALL 1-2" AND 1-3” FF. SETE\K/EPE¥IE{\:SV£‘I{NGANEE)D&S¥TEEE%SE’RESI{?E%NSAMEEEB EASE;\TAEN%I% QEBU?QEBDRT' OFFICE OF TRAFFIC & SAFETY
H. INSTALL EMBEDDED METERED SERVICE PEDESTAL. (NDTE: INSTALL 1-2” AND 1-4“ 90° CONDUIT BENDS). H Z H H GG. INSTALL TWO (2) 4 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT - TRENCHED. TRAFFIG ENGINEERING DESIGN DIVISION
J. INSTALL 2 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT - TRENCHED. HH. INSTALL PROPOSED GROUND MOUNTED SIGN ON 1-4 “x4” BREAKAWAY WOGD SUPPORT.
K. INSTALL 3 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT — TRENCHED. > o JJ. USE EXISTING HANDHOLE. _ MD 355 @ PROFESSIONAL DRIVE
M. REMOVE EXISTING PAVEMENT MARK INGS. “ KK. USE EXISTING HANDHOLE. PULL BACK EXISTING INTERCONNECT CABLES TO EXISTING
N. INSTALL 4 IN. PYC (SCHEDULE B80) ELECTRICAL CONDUIT - BORED. | — HANDHOLE AND REROUTE TO PROPQSED CABINET.
Q. CUT INTO EXISTING CONDUIT AND INSTALL PROPDSED ELECTRICAL HANDHOLE ON TOP OF EXISTING CONDUIT AS SHOWN. PULL BACK EXISTING (Vg \\ Lt BiMEXEDEéSE@ESTMEQIAN REFUGE. BRICK PATHWAY AND GUTTERPAN. REFLACE GATHERSBURG, MD
R {HS%EEENggggogé%LEEM;GPEEDBE%E?LHQHEEQLEG—B%RDUTE T0 PROPOSED CABINET. ” m H REQUIRED. APPROVALS REVISIONS SIGNALIZATION PLAN SHEET
S. INSTALL PROPOSED GROUND MOUNTED SIGN(S) ON_2-4“x6“ BREAKAWAY WOOD SUPPORTS. LLI
T. USE EXISTING UTILITY POLE FOR SERVICE. INSTALL 3 IN. PVC RISER. CDIL 30" OF CABLE AT BASE OF UTILITY POLE. [ SCALE_ 1" = 20' DATE OCTOBER 13,1988 CONTRACT NO. _BW-357-802-312
V. INSTALL 10 FT. PEDESTAL PCLE ON MODIFIED BASE WITH BREAKAWAY COUPLINGS (MD 801.01-01), TEAM TEARER WV | | | | |
COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBUE-TACTILE PEDESTRIAN PUSHBUTTON AND SIGN. (NOTE: ‘ O \ H COMM. 20°-10" $\>~ 3 DESIGNED BY D. RENSHAW COUNTY MONTGOMERY
- COMM. o1°_Q" TRAFFIC SIGNAL RECONSTRUCTION :
W. ABANDON EXISTING LOOP DETECTORS AND REMOVE ALL _ASSOCIATED WIRING. . \ g \ \\ COMM. 93'-5" ST SV ORI APSCPS UPGRADE DRAWN BY C. BUITRAGO LOGMILE 16036615.57
100 S. Charles Street X REMOVE EXISTING HANDHOLE. CAP AND ABANDON EXISTING CONDUIT. REMOVE ALL UNUSED WIRES. EX. SPAN 257 _An ' \ \ SHA NO. XY1515185 TIMS NO. L803 05142013
Touer T 100 Floos Y. REMOVE EXISTING STGNAL STRAIN PCLE. SPAN WIRE, AND ALL ASSOCIATED EQUIPMENT. REMOVE SOMM Y OQ\ Die | Ty 1% | QN CHECKED BY D. DODA TIMS NO.
PARSONS Blte Oth Floor FOUNDATION 12 IN, BCLOW GRADE AND BACKFILL . | Q. - 2 <\ ;
oltimore, Z. REMOVE EXISTING CABINET AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELQOW COMM. 1 DVISION CH . A REBULD TO NEW GEOMETRICS F.AP.NO, TOD NO.
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